
(e.® RCA Broadcast Microphones 
TYPE 77-DX POLYDIRECTIONAL MICROPHONE 
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Is tles by shutter adjustment on slotted shaft. Impedance matchIng transformer with 
three-posItion switch permit.!! selection of best response characteristics for voice or music. 
For use with mike Btand o f H:. p ipe lhrcoo. Frequency R"~n,e: 30-20.000 cps. Imped
anCfl: 30, ISO or 250 ohms.- Output Level: - 56 dbm at 1000 cps. Cable: 30 Ct. shielded 
three-conduct{)r: no Illug. Size: 3~" w. x 2}Ai" d. x ll }i' h. Weight, 3 lb8" with mount
InKs. }O~lnI8h. satin chrome or TV gray. 
RCA Type 77-DX Polydlrectlona' Mlcrophone--Chromc tlnlsl!. Net Each $206 00 
RCA Type 77-DX-G-Snmc us nbove. but TV gray tlllh;h. Net Each .. . .. .. 197:00 

TYPE BK-IA NON-DIRECTIONAL PRESSURE MICROPHONE 
Designed tor versatlllw; for use at. TV, F]o,'l and AlI.1 stations. Excellent. tor UijC In open-nlr 
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dlrectlonlll whcn mounted vcrtlcally , seml.-dlrectlonnl when horizontally mounted. 
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W \llPe t hread. Weight, fs oz.; base, 24 oz. Cable : 30 ft. shle-Idcd three-uonductor; 
no pug. 
RCA Type BK-IA Prellunl Mlc:rophono--Lcss base. Net. Each .... ...... ..... 588.00 

TYPE BK·5B UNIAXIAL RIBBON MICROPHONE 
A dependable, high quality ribbon Instrument with Imilroved unidirectional charactcr
Istlcs. Designed tor broadcast. usc III AM. F'M and TV ilLations. Smooth reaponllC. Maxl-
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slr.e and light. welghL tor boom USl\A'C. Shield reduccs hum. Wind screen available lor 
usage outdoors. Fork mounting fits RCA cushion mounts tor either dcsk or lloor stands. 
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Cabre: 30 It. shleldcd Lhrcex:onductor; 110 plug. Size : 7· x 1 ,(" dla. Wclght , I lb. 11 oz., 
Icss co.ble. F'lnlsh. low-gloss TV gray. 
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RCA MA-2' Boom Mount for BK-SB-NcL Each. 38.50 

TYPE BK-6B DIRECT PRESSURE LAVALIER MICROPHONE 
For use In TV, radio and hlgb. (lull.lIty I~A U/)I)lIcntlOns. Eng lnecrcd lor correct. s llcecl! 
bnll\nce. Smull s ize and neutral color make It. ncoll!lJ)lcuolls. Lanyard fur h anging It. con
veniently around neck. Seml-dlrectlonnl. Frequency Response: 60-15.000 OilS. Output 
Impedance: ao. 150 or 250 ohms. EIA Senslthlty: - 159 db. Effec:the Output Leyel: 
-05 dbm o.t. 1000 Cl)8. Cable: 30 ft. llexlble •. Bhlelded two-conductor; no Illug. Size: 
2',,· I. x II"'. dla. Weight, 2.3 oz .• less cable. 1" lnI8h . TV 10w-gloSl! gray. 
RCA Type BK-6B Direct PreslUnl Mlcrophone--NeL ElIch.... . ... 588.00 

NEW BK-12A SUBMINIATURE DYNAMIC LAVALIER MICROPHONE 
Offers cxcellcnt specell bnlnncc for TV Interviews and 1',\ uses. 'rlny al r.e makl~ n Incon-
6plcuous when worn around ncck; easily concealed III huud or clothing, or anywhere 011 
the sct. Non-dlrectionu l. Built for roultll Ullage. Wllh cllll-W lle lanyard, tlo-clIJ.1 holdcr. 
callie clip. Frequency Response ; 60-18.000 ops. Output Impedance: 30 to 2<J0 ohllls. 
unlanded InJluts. EIA Rating : - 1M db. Effectho Output Loyel (a t 1000 _OJlII, 150 oh ms): 
- 60 dbm. Cable: 30 ft. IIc:dhlc, shleldcd two-conductor. Size: 1 ~· I. x n· din. Weight . 
0.7 1 OZ., less ('able. Flnillh. bronze e pox}' alld maLto Rold. 
RCA Type BK-12A Submlnlatunl Lllyaller Mlcrophone--Net Each ......... 595.00 

TYPE BK-llA BI.DIRECTIONAL RIBBON MICROPHONE 
Highes t. qullll t}' studio microphone IlrlmarJly (or AM. Fl\'1 nnd TV usc In gcneral pro
gramming. For programming where acoustics arc more live than Olltimulll llnd dlrcctiollal 
pattern per mits orientation to eliminate wall ret!ccUon. Depcndable bl-dlrcctlollal design 
UIICS corrugated metallic ribbon as moving clemcnt. and rcacts very closely to the vcloclty 
of the air part.lclell. Frec o f cavity and diaphragm resonance and IlreSl!Ure doubling. 
Shielded against magnetic Oelds. Bottolll o f mike cont ains 1lJ1lledance-lIllltchlng trans
former, frequency COIIIIJensnt!ag reaotor o.nd 3-polnt switch tor requcncy rcsponse selec
tion. Swivel mount designed to matc with MAOO st.ll.ntl. Frequenc)' Response: 20-
20,000 CllS. Output Impedance: 30)"HiOor 250 ohms. Output Lnel: -50 dblll referred to 
10 dyncs/ cm l sound prcssurc at. I,uvu CI)s. EIA Rating : - 150 db. Stand FlUlng: H" pipe 
thread. Cable: 30 n. shielded 3-conductor; 110 /Ilug . Size : 2 Ji '" w. x 2~ " d. x S- h.Flnlsh : 
Low-j(loss umbcr gray and lIon-rcllecUng Stll nless steel. Weight, 2 Ills .. less cablc. 
RCA Type BK-llA BI_Dlrectlonal Ribbon Mlcrophone--Net. Each. . . .... $ 1 31 .25 

TYPE SK-45B NON-DIRECTIONAL PRESSURE MICROPHONE 
A rugged,lIghtwclght. dynllmlc mike with good rcsponsc; bes t. adapted lor commcrclal and 
tndUSLr11ll uses. Exce llcnL lor PA Inside and out~ ldC; sultnble as a "close-t.alk" mike. N OIl
directional bclow 3000 CII6, seml-dlreotlonal abovc 3000 CIIS. Clean design . TV grny IIl1lsh. 
Outp .... t Impedanee: 200 or 15,000 ohllls. Frequency Responle : 70-12.000 01l8. ElfactIYe 
Output LeYll1 (aL 1000 CI1S): Low Impedance, -56 db; high Impedancc, -58 db. Size: 
I H" w. x 2- d. x 5~" h . Cable : 25 fL. shielded. two-conductor. Weight. I Ill" less cablc. 
RCA Type SK-45B Non-Directional PresSUnl Mll;rophone--Net. Each ........ 546.00 

TYPE SK-46 BI-DIRECTIONAL RIBBON MICROPHONE 
Excellent Ilerlormance tor AM , .FM, TV studio, control room announcing and gencral 
Indoor programs. D irectiona l characteristics reduce unwanted acoustical background 
1I01se, re fl ections alld teedback. BI-dlrcctional eharacterls tlos; 85° tilting head. Frequenl;y 
Response: 40-15.000 CI)II. Output Impedanl;e : 200 nnd 15,000 ohms. EHec:tIYe Output 
Lnel: (At. 1 .. .000 cps) Low Impedancc, -58 dbm; high Imlledance. -00 db below 1 volt. 
Mounting: ;:iwlvel H ·-27 tlxt-urc thrcad. Size : 111,," w. x I ~" d. x 5H" h. Cabla: 25-(t. 
Shielded. two-conductor, no plug. Weight. 13 or.. Tess cable. Finish. TV gray and satin 
chromium plated 8crecn. 
RCA Type SK_U BI-Dlrectlonal Ribbon Mlerophone--Net. Each . .... ....... S64.95 

TYPE KU-3A UNI-DIRECTIONAL HI-OUTPUT RIBBON MICROPHONE 
Rugged and l ime tested mike (or TV and motion plct.urc live pickup a llllllcn.tlons or 
wherover boom opcratlon Is used. Fen.tureB vcry qntrorlll frcQuency outllu~ rCSllolIRC over 
normu.II)lckUp angle. Response : 3U- 15,OUO CIIS. Output Impeda ncos : 30. 150 or 250 ohms. 
Output Leyel: -51 d lull at 1000 CIIS. Cable: 12- cablc plgt.nll, .110 plug. Size: 3" w. x 
3~" d. x 8" h. Wclght, 2 Ibs. 13 oz. 
fiCA Trpe KU-]A Unl-Dlreetlonal HI-Output Ribbon Mlcrophono--ColnJlletc wi t h 
Volce-~ uslc switch ane! resilient mounting. NeL ElIch ............ ..... .... 5 575.00 

TYPE MA-21 VARI-DIRECTIONAL CONDENSER MICROPHONE 
F'or T V and motion picture IIvc p ickup. long distance pickup. Used on boom. Employs 
small Ilghtwelgbt. dry Ccll battery. "espon .. : 30-20,000 cps. Output Impedance.: 30. 
150 or 250 ohms. Output L .... el: -36 dbm at 1000 OilS. Cable: Plug reccptAClcs with 
Illfl.tlng plug and 25' boom cord. Size: l ~'" dla. x 0- Ig. Wclght., 1 lb. 12 or.. 
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mike nt. four times Lho distance of conventional mikes. Net. Each ............. S95.00 
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