






























Test Condition V800

Rated 8 Ohm
Stereo power

20Hz -20kHz sine 0.03%
THD 2 x 250W RMS

Rated 4 Ohm
Stereo power 1KHz sine 0.02% THD 2 x 400W RMS

Bridged Mono Output
(8ohm)

1KHz sine 0.02% THD
Input 1 operative 800 W

Frequency Response - 10Hz-50kHz

THD (8 ohm) 8 Ohm Stereo @ 250W/ch
 20Hz-20kHz <0.03%

THD (4 ohm) 4 Ohm Stereo @ 400W/ch
1kHz sine <0.02%

Intermodulation Distortion
4 Ohm Stereo @ 400W/ch
50Hz & 7kHz frequencies

4:1 Ratio
<0.03%

Slew Rate - 45V/μs

Damping Factor 8 Ohm Stereo 100Hz sine >300

Hum and Noise 20Hz - 20KHz >100dB

Crosstalk 1 KHz sine >70dB

Input Sensitivity 4 ohm attenuator at
maximum 0.775V

Rise Time 1V, 1kHz output <3μs

Input Impedance ___
15 K ohm
minimum,

unbalanced

G.W. (Kg) ___ 21.5Kg

Measurement (H*W*D mm) ___
H = 178
W = 483
D = 384












