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Digital open reel 
audio mastering tape

The industry digital open

reel reference standard for

high-end studio recording

product Features

● Only Quantegy 467 offers a full range
of  conf igurat ions for  the DASH and
ProDigi formats

●  Reliable interchange

● Extremely low error correction activity
produces the highest quality recording

● End-to-end certification ensures unsurpassed
reel-to-reel consistency

In high-end digital recording environments
throughout the wor ld, Quantegy 467’s 
reliability and consistency meets the
d e m a n d s  o f  d i g i t a l  a u d i o  r e c o r d i n g
eng ineer s . 467’s unsurpassed consistency
and uniformity meet the highest demands
in  the  most  c r i t i c a l  remote  record ing
applications. When there is no second take,
467 is the professional’s choice.

product OVERVIEW
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Catalog Description Reel Size Tape Length Carton Weight Carton
Number Inches / mms Feet / Meters Lbs      /     Kgs  Quantity

467-15971J .25” x 2425’, 7” plastic reel, setup box             .25 x 7 6.25 x 180 2425 739 35.0 15.87 40
467-173J1J .25” x 4800’, 10.5” NAB reel, setup box .25 x 10.5 6.25 x 270 4800 1463 23.7 10.75 10
467-27GJ11 .5” x 4800’, 10.5” HD precision reel, setup box .5 x 10.5 12.7 x 270 4800 1463 29.1 13.20 7
467-27GJ1Y .5” x 4800’, 10.5” precision reel,TapeCareTM box .5 x 10.5 12.7 x 270 4800 1463 31.0 14.09 7
467-28G911 .5” x 7200’, 12.5” HD precision reel, setup box .5 x 12.5 12.7 x 320 7200 2194 41.7 18.91 7
467-29GR11 .5” x 9700’, 14” HD precision reel, setup box .5 x 14 12.7 x 360 9700 2956 55.4 25.16 7
467-29GR1Y .5” x 9700’, 14” precision reel,TapeCareTM box .5 x 14 12.7 x 360 9700 2956 59.8 25.12 7
467-57GJ11 1” x 4800’, 10.5” HD precision reel, foldup box 1 x 10.5 25.4 x 270 4800 1463 30.8 14.00 5
467-58G911 1” x 7200’, 12.5” HD precision reel, foldup box 1 x 12.5 25.4 x 320 7200 2194 44.9 20.38 5
467-59GR11 1” x 9700’, 14” HD precision reel, foldup box 1 x 14 25.4 x 360 9700 2956 53.7 24.38 5
467-59GR1Y 1” x 9700’,14” HD precision reel,TapeCareTM box 1 x 14 25.4 x 360 9700 2956 55.2 25.05 5

467 Configurations

Magnetic Properties

Coercivity                  710 Oe (56.6 kA/m)
Retentivity                 1400 Gs (140 mT) 

Physical Properties

Standard Widths:
1/4”           0.2455”-0.2480” (5.2-6.3 mm)
1/2”      0.4973”-0.4988” (12.6-12.7 mm)
1”                   0.9974”-0.9990” (25.3-25.4 mm)

Nominal Thickness:
Base Film 860 µ” (21.8 µm) 
Oxide Coating 170 µ” (4.3 µm)
Backcoating         40 µ” (1.0 µm)
Total                  1070 µ” (27.1 µm)

467 technical data

Digital open reel 
audio mastering tape
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