Sec. 1500

PLASTICON DG RECTANGULARS

Mineral oil impregnated and filled. Her-
metically sealed. Can be operated in any
position, continuously at 10% over rated
voltage up to +40° C. Tolerance 10%.
Ambient temperature range -40° C. to
105° C. Insulators: Two ceramic type
bushings for standard temperature range.
Two soldered-in metallized glass insula-
tors for extended temperature range. All
DC rectangulars have 8-32 screw and hex
nut terminals with removable hot-tinned
solder lugs. Case: Rectangular base, lead
coated steel with heavy finish of grey or-
ganic lacquer.

TAC — 1 mfd and above.

Dimensions - Inches Dist.
Mfr's. No. Cap. Mid.  Volts DC Height Width Depth  Term. Height Bet. Ter. Net
AOC6C1 1.0 600 214 1% 1 b] $ 2.69
AOC5C2 2.0 600 23 1% 1 i 3.25
AOC6C4 4.0 600 814 214 1% 5 1 4.04
AOC6CS 8.0 600 1 3y 114 2 6.10
AOC6C10 10.0 600 4 33 1% 8 2 6.85
AOCIM1 1.0 1000 235 1% 1 3 13 2.60
AOC1M2 2.0 1000 3 214 113 oA 134 3.47
AOC1M4 4.0 1000 15 214 14s % 114 4.24
AOC1M8 8.0 1000 45 3% 1% o 2 5.99
AOC1M10 10.0 1000 455 3 214 % 2 6.91
AOC2MO05 0.5 2000 2% 1% 1 1 3 3.14
ACC2M1 1.0 2000 41k 14 1 oy 1‘& 3.81
AOC2M2 2.0 2000 314 89 114 a 2 4.42
AOC2M4 4.0 2000 31k 3% 21 A 2 5.99
AOC3M1 1.0 3000 4 214 14 115 114 7.84
AOC3M2 2.0 3000 4% 84 114 14 2 9.98
AOC3M4 4.0 3000 454 83 214 2 13.80
AOC4AM1 1.0 4000 4 e 11 114 2 17.82
AOCAM2 2.0 4000 4 33 1% 134 2 21.38
AOC4AM4 4.0 4000 4 8% 4 1% 14 2 32.69
AOCSM1 1.0 5000 4 33 1Y 214 2 21.38
AOC5M2 2.0 5000 314 33 4% 1if 2 26.73
AOClOM1 1.0 10000 454 3% 4 21 2 57.02
‘ lA S l ’ co FOR 200° C. APPLICATIONS
POWER FACTOR ...... @ 25°C........05% Eﬁf
@ 165°C........ .07% Encapsulated
TAC (Not used
TEMPERATURE cP-70 above 170°C)
COEFFICIENT ..., —70°C to 200°C ... —200 ppm/°C. '%Wa
an
INSULATION (For use
RESISTANCE ...... @25°C ..... 500,000 meg x mfd. | 2t200°C)
But need not exceed ........ 10,000,000 megohms
@ 165°C ........ 7,000 meg. x mfd.
But need not exceed ... 50,000 megohms TACM &\
=
@ 170°C ... 4,000 meg. x mfd. ("g:h" Te“'éi"éém S S~
But need not exceed ... 25,000 megohms s ) .
@ 200°C ........ 1,000 meg. x mfd.
But need not exceed ...... ... 5,000 megohms VOLTAGE RANGE .. 200 to 1,000 vde.
nlElEcT'lc IBSURPTION ........ @25 c 2 CAPACITANCE HANGE TAG TACM — 001 in 1 0 m‘d
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Sec. 1500

"Glassmike” Plasticon Capacitors

LSG type capacitors have Plasticon L film-silicone fuid impregnant. De-
signed to compete with mica capacitors, the LSG capacitors are more ap-
plicable for Radio Frequency. Special beneficial features include greater
safety factor, lower RF loss, more conveniently mounted, utilizes less
chassis space, Impervious to moisture, and smaller In overall velume,

Type ASG

A dielectric-silicone fluid impregnated capacitor
elements in hermetically sealed glass tubes. Stundard range —60°C to
+86°C, extended range —00°C to -+125°C with proper derating. The
smallest and lightest high voltage capacitors made. Type ASG are ldeal for

Type ASG are Plasticon

DC and low frequency AC applications.
All 19/32 diameter Glussmikes are supplied with pigtall leads.
Dimensions List Part No. Size Cap Volts D.C.  List Price
Cat. No. Cap. Mfd. Volts D.C. Dia. & Length Price LSG303-1M 13/16x1 % 03 1000 Ak
At s 1000 sy i SERETE SRS SR B
ASG103-1M .01 1000 2,85 tggggg-ia 115x .::-_’. 1:}!1‘;3 ;;;g
ASG203-1M 02 1000 2.85 o R -
ASG503-IM .05 1000 3.08 e k. 1000 s
ASG104-1M - .1 1000 3.08 LSG204-1M 0.2 1000 10.80
ASG6254-1M 25 1000 3.08 tgggﬁ:-i: ‘l;_;'a %:133 ﬂgg
AdEEDISLIE B 1000 L %x2 % 20 LSG404-1H 0 1000 12170
ASG102-3M 001 $000 19/32x1 8/18 4.08 LSG752-25C L0075 2500 6.17
ASG202-3M 002 23000 19/32x1 3/16 4.08 LSG103-25¢C 01 2500 6.50
ASG502-3M 005 3000 19/32x1 3/16 4.08 L§6203-25C 02 2500 7.18
ASG103-3M .01 3000 10/32x1 9/16 4.25 féggggé’g -"]','i—'-" ';‘1188
ASG203-3M .02 3000 4.95 L56403-250 04 8.00
ASG503-3M .05 2000 5.45 LSG503-250 05 B.68
ASG6104-3M Al 3000 6.00 LSG603-25C .06 8.68
AS6254-3M .25 3000 6.60 EaEpes s S e
ASG102-5M 001 5000 19/32x1 3/16 6.30 LSG154-25C 1 9x3 34 0.15 12.70
ASG202-5M 002 5000 19/32x1 8/16 6.40 LSG402-35C 29/82x1 004 7.00
ASG502-5M 005 5000 10/32x1 5 6.50 L56502-35C 1 %x1 +005 e
ASG103-5M .01 5000 %xl % 6.80 e fds U
ASG203-5M 02 5000 L 7.20 Lsu%og.ggg ::g g.gg
= 11 [ -, 02 .
:::fg: :: "1"’ s ; 150 [S6293-350 025 8.67
2 : 5000 Bl LSG303-35C 03 10.80
ASG501-8M 0005 8000 16 6.50 LSG403-35C 04 10.80
ASG102-8M 001 8000 16 6.50 LSG503-35C 05 11.65
ASG202-8M 002 8000 6.80 LSG603-35C 06 12.35
ASG502-8M 003 5000 7.00 tgg;aa'gg% I]lll) ks ggg
ASG103-8M 01 8000 7.50 LSG252-5M 0025 5000 9.65
ASG203-8M .02 5000 8.60 LSG302-5M 003 3000 9.65
woo | dsz o LI L
ASG501-10M 0005 10,000 10/32x1 5% 7.00 LSG602-5M 06 5000 10.50
ASG102-10M 001 10,000 19/32x1 % 7.20 LSG752-5M 0075 5000 11.50
£ LSG103-5M 01 5000 11.50
ASG202-10M 002 10,000 19/32x1 5% 7.40 L56203-5M P %000 12.50
ASG502-10M 005 10,000 13/16x1 % 8.50 L5G253-5M 025 5000 12.50
ASG103-10M .01 10,000 29/82x3 1% 9.20 Lsgagg&m ::4{ :lll::;:;l }E?g
ASG203-10M .02 10,000 1 %32 % 11.40 Neomoain s 00 1870
ASG303-10M .03 10,000 1 3x2 14.60 LSG603-5M 06 5000 20.70
ASG603-10M 08 10,000 / 17.50 LSG753-5M 075 5000 22,70
ASG501-15M 0005 15,000 13.50 L5G104-5M (62 A000 2;.;3
ASG102-15M .01 13,000 13.80 AT R 5.00
ASG202-15M 002 15,000 14.60 LSG202-7TM 29 02 7000 11.00
ASG502-15M 005 15,000 17.00 LSG252-7M 13 .0025 7000 1111255
& & K 7000 .
ASG103-15M .01 15,000 20.00 G 1 oo o Yo ing
ASG203-15M .02 15,000 22,00 LSG502-7TM 14 005 7000 14.35
ASG501-20M 0005 20,000 18.00 LSGGOE-;: i - ll::;t_-_ ::l:l:l' :ll;ag
¥ - . (i) ALY b
PR mee | Sdeaw
SR et " L56203-7M 1% .02 7000 18.65
ASG502-20M 005 20,000 22.50 LSG253-TM 1 025 7000 21.30
ASG103-20M .01 20,000 24.00 L§G303-7M 189 03 il %}gg
ASG501-30M 0005  #0,000 21.00 tggggggm B Hj, e 23.00
ASG102-30M 001 30,000 23.50 LS6102-10M 29/3" 001 10 KV 12.35
AS6202-30M 002 130,000 26.00 LSG6202-10M 1Y 002 10 R\: 13.65
ASG502-30M  .005 30,000 28,00 o 13 jppa AR ]
ASG501-40M L0005 40,000 X6 T 22.50 LSG402-10M 17 004 10 KV 17.65
ASG102-40M 001 40,000 13/16x8 14 26.00 LSG502-10M 1 005 10 KV 21.30
I xf AL LSG602-10M 1 008 10 KV 21.30
ASG202-40M .002 40,000 1 %x6 3% 28.00 LS6752-10M 5 0075 10 KV 24.00
ASG501-50M L0005 50,000 38 Y 24.50 L56103.10M 183 01 10 KV 24.00
ASG102-50M 001 50.0000 13/16x8 % 28.00 LSG203-10M 1 'f“"i] R'f.- gg I}:g %;;g
ASG202-50M 002 50,000 13438 % 31.50 TR sty Ba 14 %V 1200
ASG502-50M 005 50,000 1 36x10 %4 36.00 LSG201-14M % x4 L0002 14 KV 12.85
ASG501-60M L0005 60,000 4x11 28.50 LSG251-14M e x4 00025 14 KV 12.85
ASGL02-60M 001 60,000 29/32x11 34.00

OTHER VALUES READILY AVAILABLE
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Sec. 1500

HiVolt
POWER
UPPLIES

Where size and weight must
be kept to a minimum —

These hermetically-sealed, self-contained power supplies are de-
signed for Hi Voltage low current DC for many applications. Our
exclusive engineering techniques and oil-filled construction assure
smaller, lighter, more flexible units.

APPLICATIONS:
e radiation counters e dust and electrostatic precipitators
e spectrographic analyzers e oscilloscopes
e projection television sets e display tubes, etc.

Rated Max. % Ripple

Qutput Qutput at Rated ¥
Mode! ¥ Output Voltage Current Current Current Circuit Case Size Weight
PS 2-2M60 2 KV DC 2.0 ma 5.0 ma 1.5 Half Wave 3% x 3% 2 5% 4.5
PS5 5-5M60 5 KV DC 5.0 ma 5.0 1.5 Half Wave I x 4%, x 6 9 pounds
PS10-1M60V 0-12 KV DC 1.0 ma 1.75ma 3.0 Full Wave Doubler 3% x 4%, x B 11.5 d
PS15-1M60V 0-15 KV DC 1.0 ma 1.75ma 3.0 Full Wave Doubler I x4%.x 9 . 12 pounds
PS30-1M60V 0-30 KV DC 1.0 ma 1.5 ma 3.0 Full Wave Doubler 7x7x8% 25 pounds
PS50-2M60VT 0-50 KV DC 2.0 ma 4.0 ma 1.5 Full Wave Tripler 12} x 12% x 12 30 pounds

NOTES: *The PS 50 supply hus a separate accessible compartment for the rectifier tubes.
1. Hivolt Bupplies are rated at 118 V AC input, 60 cycles.

2 Eivg_]t Supplies for 400 cycle operation are also available for aircraft use, built to miliary specis
1cations.

8. Hiyolt Supplies are engineered for various applications. Send us your requirements.

LABORATORY (R B
0. 3 mensions % Tole|
GRADE PLASTICON |t ot L
LAG201 .0002 i x1” 6.33
- CAPACITORS LAGS01 .0005 38 x1” 6.50
Low dielectric absorption, .01- | LAGL02 -001 % x1” 6.67
.029% residual. Low dissipa- LAG202 -002 #ox1” 16.83
tion factor, .0002-.0003 at 1 MC. | LAGS02 -005 % x1” 7.25
Constant Q and capacitance, LAG103 .01 i x1” 775
from DC to 100 KC. High insu- | LAG203 -02 3 x1” 8.50
lation resistance, 1012 ohms/ LAG503 -05 e 933
: mfd. average. Negative temp. | LAC104 A 2% x1% x17 1283
coefficient, minus 400-500 ppm/°C. Rated voltage LAC204 2. 2% x 2% x 1y 13.83
500 V DC. Resistance and absorption readings LAC504 -5 Sx2ixahr | 15.83
taken at 200 V DC. 2% and 5% standard tolerances, LAC105 1. 4% x8% x1%" 27.50
19 to order. Type LAG Glassmike style. Type | LAC205 2 A% xB% x2% 40.83
LAC rectangular metal can. £ACS05 B Gx4fvx8% 88.33
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